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Aircraft Manufacturer Rockwell International Corp.
Aircraft Engine Manufacturer Lycoming (I10-360-C1D6)
No. of Engines 1 Engine Rating 200 HP
Min. T/O Wt. _1.96 k-1b * Min. T/O Dist. €@ Min. T/O Wt. 1
* Min., T/O Dist. @ Min, T/O Wt. With Abort Dist. i
Max. T/O Wt. Peace-Time 2,65 k-1b Max. T/0 Wt. War-Time 2,65 k-1b
* Min. T/0 Dist. @ Max, T/O Wt. War-Time 1,190 ft
* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. 1
Min. Ldg. Wt. 1.96 k-1b Max. Ldg. Wt. 2,55 k=1b
* Min. Ldg. Dist. @ Min. Ldg.‘Wt. 1

* Min. Ldg. Dist. @ Max. Ldg. Wt. 680 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium  Low Low High Medium Low Low
Weight A ‘B C D A B C D

2,650 1b/29 psi**

*% The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-202. Rockwel | 112
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Aircraft Manufacturer Aerostar Aviation (formerlv manufactured

by Ted Smith Aircraft)

Aircraft Engine Manufacturer Lycoming (I10-540)

No. of Engines 2 Engine Rating 290 HP

Min. T/O Wt. 3,9 k-1b * Min. T/O Dist. @ Min. T/O Wt. T

* Min. T/0 Dist. @ Min. T/O Wt. With Abort Dist. t

Max. T/O Wt. Peace-Time 5.5 k=1b Max. T/0 Wt. War-Time 5,5 k-1p

* Min., T/0 Dist. @ Max. T/0 Wt. War-Time 1,100 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 3.9 k-~1b Max. Ldg. Wt. 5.5 k-1b
* Min, Ldg. Dist. @ Min. Ldg. Wt. ¥

* Min. Ldg. Dist. @ Max. Ldg. Wt. 930 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low  Low
Weight A B C D A B C D

5,500 1b/f*x

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-203. Aerostar 600/601, Aerostar
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Alrcraft Manufacturer Beech Aircraft Corp.
Adrcraft Engine Manufacturer Continental (I0-470-L)
No. of Engines 2 Engine Rating 260 HP
Min. T/O VWt. 3.38 k-1b * Min, T/O Dist. @ Min., T/O Wt. i}
* Min., T/O Dist. @ Min. T/O Wt. With Abort Dist. 1
Max. T/O Wt. Peace-Time 5.1 k-1lb Max. T/0 Wt. War-Time 5.1 k-1b
* Min. T/O Dist. @ Max. T/O Wt. War-Time 910 ft
* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 3.38 k-1b Max, Ldg. Wt. 5.1 k~-1b
* Min. Ldg. Dist. @ Min. Ldg. Wt. T

* Min. Ldg. Dist. @ Max. Ldg. Wt. 840 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACK
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

5,100 1b/50 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds 1s reported as
maximum aircraft weight and maximum tire pressure.

Fi gure A-204. Beechcraft B-55, Baron
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Aircraft Manufacturer Beech Aircrait Corp.

Aircraft Engine Manufacturer Continental (I10-520-C)

No. of Emngines 2 Engine Rating 285 HP

Min. T/0 We. _3.49 k-1b * Min. T/O Dist. € Min. T/O Wt. T

* Min. T/O Dist., @ Min. T/O Wt. With Abort Dist. i

Max. T/O Wt. Peace-Time 5.3 k-1lb Max. T/O Wt. War-Time 5.3 k-1b

* Min. T/0 Dist. @ Max, T/0 Wt. War-Time 970 ft

* Min., T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist. 1
Min. Ldg. Wt. 3,49 k-1b Max, Ldg. Wt. 5.3 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. 1

* Min. Ldg. Dist. €@ Max. Ldg. Wt. 870 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACY
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra . Very
High Medium  Low Low High Medium Low Low
Weight A B C D A B C D

5,300 1b/50 psi**

*% The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Fi gure A-205. Beechcraft E-55, Baron
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Aircraft Manufacturer Beech Aircraft Corp.
Aircraft Engine Manufacturer Lycoming (TI0-541-ElA&)
No. of Engines 2 Engine Rating 380 HP
Min. T/O Wt. 4,72 k~1b * Min. T/0 Dist. @ Min. T/0 Wt. T
* Min. T/O Dist. @ Min, T/O Wt. With Abort Dist. il
Max. T/O Wt. Peace-Time 6.78 k-1b Max, T/O Wt. War-Time 6,78 k-1b

* Min. T/0 Dist. @ Max. T/O Wt. War-Time 1,280 ft

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 4.72 k-1b Max. Ldg. Wt. _6.78 k-1b
* Min. Ldg. Dist. @ Min. Idg. Wt. T

* Min. Ldg. Dist. @ Max. Ldg. Wt. 1,320 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACK
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium  Low Low High Medium Low Low
Weight A B C D A B C D

6,780 1b/70 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-206. Beechcraft A-60, Duke
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Alrcraft Manufacturer Cessna Aircraft Co.

Aircraft Engine Manufacturer Continental (10-470-V0)

No. of Engines 2 Engine Rating 260 HP

Min., T/O We. 3.8 k-1b * Min, T/O Dist. @ Min. T/O Wt. il
* Min, T/0O Dist. @ Min. T/O Wt. With Abort Dist. 1

Max. T/0 We. Peace-Time 5.5 k-1b Max. T/O Wt. War-Time 5.5 k-1b

* Min. T/O Dist. @ Max. T/0 Wt. War-Time 1,310 fe

* Min. T/0 Dist. € Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 3.8 k-lb Max. Ldg. Wt. 5.5 k-1b
* Min. Ldg. Dist. @ Min. Ldg. Wt. 1

* Min, Ldg. Dist. @ Max., Ldg. Wt, 640 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

5,500 1b/60 psi**

*% The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure,

Fi gure A-207. Cessna 310
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Aircraft Manufacturer Cessna Aircraft Co,
Aircraft Engine Manufacturer Continental (TSI0-520-E)
No. of Engines 2 Engine Rating 300 HP
Min. T/0 Wt. 4,2 k-1b * Min., T/0 Dist. €@ Min. T/O Wt. 1
* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. 1
Max, T/C Wt. Peace-Time 6.3 k-1b Max. T/0 Wt. War-Time 6,3 k-1b

* Min. T/O Dist. @ Max. T/O Wt. War-Time 1,700 ft

* Min. T/O Dist. €@ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 5,2 k-1b Max. Ldg. Wt. 6.2 k-1b

# ¥in., Ldg. bist. @ Min. Ldg. Wt. T

* Min. Ldg. Dist., @ Max. Ldg. Wt. 780 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

6,300 1b/70 psi**

*%* The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Fi gure A-208. Cessna 401/402, Twi n Cessna
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Aircraft Manufacturer Cessna Aircraft Co.

Aircraft Engine Manufacturer Continental (GTSI0-520-N)

No. of Engines 2 Engine Rating 375 HP

Min. T/0 Wt. 5.34 k-1b * Min., T/O Dist. @ Min. T/O0 Wt. T

* Min. T/0 Dist. @ Min. T/O Wt. With Abort Dist. i

Max. T/O Wt. Peace-Time 7.45 k-1b Max. T/O Wt. War-Time 7.45 k-1b

* Min. T/O Dist. @ Max. T/0 Wr. War-Time 1,790 ft

* Min. T/O Dist. @ Max. T/0 Wt. War-Time With Abort Dist. T
Min. Idg., W, 7.0 k-1b Max., Ldg. Wt. 7.2 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. t

* Min, Ldg. Dist. € Max. Ldg. Wt. 720 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and or a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

7,450 1b/70 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum alrcraft welght and maximum tire pressure.

Figure A-209. Cessna 421, Col den Eagle
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Aircraft Manufacturer Piper Aircraft Corp.
Aircraft Engine Manufacturer Lycoming (0-320-B)
No. of Engines 2 Engine Rating 160 HP
Min. T/O Wt. _2.58 k-1b * Min, T/0 Dist. @ Min. T/O Wt. i
* Min. T/O Dist. @ Min. T/0 Wt. With Abort Dist. ¥
Max. T/O Wt. Peace-Time 3.8 k-1b Max. T/O Wt. War-Time 3.8 k-1b

* Min, T/O0 Dist. @ Max., T/O Wt. War-Time 1,190 ft

% Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. 1
Min. Ldg. Wt. 2.58 k-1b Max. Ldg. Wt. 3.8 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. T

* Min. Ldg. Dist. @ Max. Ldg. Wt. 750 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

3,800 1b/t**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Fi gure A-210. Piper PA-23-160, Apache
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Aircraft Manufacturer Piper Aircraft Corp.

Aircraft Engine Manufacturer Lycoming (I0-540-C4B5)

No. of Engines 2 Engine Rating 250 HP

tiin. T/O0 We. _3.37 k-1b * Min, T/O Dist. @ Min. T/O Wt. T

* Min, T/O Dist. @ Min. T/O Wt. With Abort Dist. il

Max. Tf0 Wt. Peace-Time 4.8 k-1b Max. T/O Wt. War-Time 4.8 k-1b

* Min, T/O Dist. @ Max, T/O Wt. War-Time 750 ft

* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 3.37 k-=1b Max. Ldg. Wt. 4,8 k-1b

* Min. Ldg. D%st. @ Min. Ldg. Wt. i

* Min. Ldg. Pist. @ Max, Ldg. Wt. 900 ft

* These distanceg are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

4,800 1b/54 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-211. Piper PA-23-250, Aztec
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Aircraft Manufacturer Piper Aircraft Corp.
Aircraft Engine Manufacturer Lycoming (I0-320-B)
No. of Engines 2 Engine Rating 160 HP
Min, T/O Wt. 2.5 k-1b * Min., T/O Dist. @ Min. T/O Wt. i
* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. 1

T/0 Wt, Peace-Time 3.6 k-1b Max. T/0 Wt. War-Time 3.6 k-1b
* Min, T/O Dist. @ Max. T/O Wt. War-Time 950 ft
* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. i

Min. Ldg. Wt. 2.5 k-1b Max. Ldg. Wt. 3.6 k-1b
* Min. Ldg. Dist. @ Min. Ldg. Wt. ¥
“in. Ldg. Dist. € Max., Ldg. Wt. 700 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

3,600 1b/42 psi**
** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-212. Piper PA-30, Twi n Commanche
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Aircraft Manufacturer Piper Aircraft Corp.

Aircraft Engine Manufacturer Lycoming (10-540-M)

No. of Engines 2 Engine Rating 300 HP

Min. T/0 Wt. 4,26 k-1b * Min. T/O Dist. @ Min. T/O Wt. t
* Min., T/O Dist. @ Min. T/O Wt. With Abort Dist. i

Max. T/O Wt. Peace-Time 6.2 k~1b Max. T/O Wt. War-Time 6.2 k-1b

* Min. T/O Dist., € Max., T/0 Wt. War-Time 790 ft

* Min. T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist. il
Min. Ldg. Wt. 4.26 k-1b Max. Ldg. Wt. 6.2 k-1b

* Min., Ldg. Dist. @ Min. Ldg. Wt. T

* Min. Ldg. Dist, € Max. Ldg. Wt. 1,120 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on 2 clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium  Low Low High Medium Low Low
Weight A B C D A B C D

6,200 1b/60 psi**

** The relative structural effect of an aircraft with
a welight less than 12,500 pounds is reported as
maximum alrcraft weight and maximur tire pressure.

Figure A-213. Piper PA-31, Navajo
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Aircraft Manufacturer Cessna Aircraft Co.
Aircraft Engine Manufacturer Continental (I10-360-C)
No. of Engines 2 Engine Rating 210 HP
Min. T/O Wt. _3.04 k-1b * Min., T/0 Dist. @ Min. T/O Wt. T
* Min. T/0 Dist. @ Min. T/O Wt. With Abort Dist. T
Max. T/O Wt. Peace-Time 4,63 k-1b Max. T/0 Wt. War-Time 4,63 k-1b
* Min. T/0 Dist. @ Max. T/0 Wt. War-Time 1,000 ft
* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T

Min. Ldg. Wr. 3.04 k-1b Max. Ldg. Wt. 4.4 k=1b

* Min, Ldg. Dist. @ Min. Ldg. Wt. i}

* Min, Ldg. Dist. @ Max. Ldg. Wt. 700 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium  Low Low High Medium Low Low
Weight A B C D A B C D

4,630 1b/45 psi**

*%* The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-214. Cessna 336/337, Super Skynaster
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Aircraft Manufacturer Rockwell International (formerly manufactured
by Aero Commander Inc.)

Alrcraft Engine Manufacturer Lycoming (I10-540-B1A)

No. of Engines 2 Engine Rating 290 HP

Min. T/0 Wt. 4.76 k-1b * Min, T/0 Dist. €@ Min. T/O Wt. i

* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. i

Max. T/0 Wt. Peace-Time 6.75 k-1b Max. T/0 Wt. War-Time 6.75 k-1b

* Min., T/O Dist. @ Max. T/O Wt. War-Time 1,300 ft
(To 50 ft)

* Min. T/O Dist. @ Max. T/O Wt. War-Time With Abort Dist. T

Min. Ldg. Wt. 4.76 k-1b Max. Ldg. Wt. 6.75 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. T

* Min, Ldg. Dist. & Max. Ldg. Wt. 1,155 ft
(From 50 ft)

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

6,750 1b/50 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-215. Rockwel|l 500, Aero Commander
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Aircraft Manufacturer Rockwell International {(formerly manufactured

by Aero Commander Inc.)
Aircraft Engine Manufacturer Lycoming (IG0O-540-BlA)
No. of Engines 2 Engine Rating 350 HP
Min. T/0 Wt. 5.26 k-1b * Min. T/0 Dist. @ Min. T/0O Wt. T
* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. t
Max. T/0 Wt. Peace-Time 7.7 k-1b Max. T/O Wt. War-Time 7.7 k-1b

* Min, T/0 Dist, & Max., T/0 Wt, War-Time 1,350 ft
(To 50 ft)

* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. i

Min. Ldg. Wt. 5.26 k-1b Max, Ldg. Wt. 7.7 k-1b

* Min, Ldg. Dist. @ Min. Ldg. Wt. il

* Min, Ldg. Dist. €@ Max. Ldg. Wt. 1,375 fc
. (From 50 ft)

% Thege distances sre at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium  Low Low High Medium Low Low
Weight A B C D A B C D

7,700 1b/50 psi**

*% The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-216. Rockwel| 560
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Aircraft Manufacturer Rockwell International (formerly manufactured
by Aero Commander Inc.)

Aircraft Engine Manufacturer Lycoming (IGS0-540-B1A)

No. of Engines 2 Engine Rating 380 HP

Min. T/O Wt, 5.38 k=1b * Min. T/0 Dist. @ Min. T/O Wt, 1

* Min. T/O Dist. @ Min. T/O Wt. With Abort Dist. T

Max. T/O Wt. Peace-Time 8.0 k-1b Max. T/0 Wt. War-Time 8.0 k-1b

% Min. T/0 Dist. @ Max. T/O Wt. War-Time 1,180 ft
(To 50 ft)

* Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. T

Min. Ldg. Wt. 5.38 k-1b Max. Ldg. Wt. 8.0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. il

* Min, Ldg. Dist. @ Max. Ldg. Wt. 1,100- ft
(From 50 ft)

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B 9 D

8,000 1b/50 psi*

**x The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-217. Rockwel| 680
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Aircraft Manufacturer Rockwell International (formerly manufactured

by Aero Commander Inc.)
Aircraft Engine Manufacturer Lycoming (IGS0-540-BlA)
No. of Engines 2 Engine Rating 380 HP
Min. T/O We.  5.71 k-1b * Min. T/0 Dist. @ Min. T/O Wt. t
* Min, T/O Dist. @ Min. T/0O Wt. With Abort Dist. il
Max. T/O Wt. Peace-Time 8.5 k-1b Max. T/O Wt. War-Time 8.5 k-=1b

* Min., T/0 Disn, € Max. T/0 Wt. War-Time 1,560 ft
(To 50 ft)

* Min. T/0 Dist. @ Max. T/0 Wt. War-Time With Abort Dist. 1

Min. Ldg. Wt., 5.71 k-1b Max. Ldg. Wt. 8.5 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. T

* Min. Ldg. Disr. ¢ Max, Ldg. Wt. 1,450 ft
(From 50 ft)

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

8,500 1b/50 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-218. Rockwell SHRIKE, G and Commander
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Aircraft Manufacturer Beech Aircraft Corp.

Alrcraft Engine Manufacturer Pratt and Whitney (R-985AN-14B)

No. of Engines 2 Engine Rating 450 HP

Min. T/0 Wt. 6.22 k-1b * Min. T/O Dist. @ Min. T/O Wt. 1

* Min. T/O Dist. @ Min. T/O Wt. With Abert Dist. T

Max. T/O Wt. Peace-Time 9.9 k-1b Max. T/0 Wt. War-Time 9.9 k-1b

* Miv, TS0 Pdst. € Max. T/0 Wt. War-Time 2,072 ft

(To 50 ft)
*x Min. T/0 Dist. @ Max. T/O Wt. War-Time With Abort Dist. T
Min. Ldg. Wt. 6.22 k-1b Max. Ldg. Wt. 9.5 k=-1b
* Min. kdg. Dist. € Min. Ldg. Wt. il

* Min. Ldg. Dist. @ Max. Ldg. Wt. 1,850 ft
(From 50 ft)

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACKN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

9,900 1b/62 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds 1is reported as
maximum ailrcraft weight and maximum tire pressure.

Figure A-219. Beechcraft 18
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Aircraft Manufacturer Beech Aircraft Corp/Volpar Inc.

Aircraft Engine Manufacturer AiResearch (TPE 331-1-101B)

No. of Engines 2 Engine Rating 605 HP

Min, T/0 Wt. 6.3 k-1b * Min. T/0 Dist, @ Min. T/0 Wt. T

* Min. T/O Dist, @ Min. T/O Wt. With Abort Dist. T

Max. T/O Wt. Peace-Time 10.3 k-1b Max. T/0 Wt., War-Time 10.3 k-1b

* Min. T/0 Dist. @ Max. T/O Wt. War-Time 1,665 ft

* Min. T/0 Dist, @ Max. T/O Wt. War-Time With Abort Dist. T

Min, Ldg. Wr. 9.2 k-1b Max. Ldg. We. 9.8 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. i

* Min. Ldg. Dist. @ Max. Ldg. Wt. 870 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACX
Rigid Favement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

10,300 1b/80 psi**

*% The relative structural effect of an aircraft with
a weight less than 12,500 pounds is reported as
maximum aircraft weight and maximum tire pressure.

Fi gure A-220. Beechcraft Turbo 18
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Adrcraft Manufacturer Beech Aircraft/Volpar Inc.

Aircraft Engine Manufacturer AiResearch (TPE 331-1-101B)

No. of Engines 2 Engine Rating 705 HP

Min. T/0 Wt. - 7.3 k-1b * Min. T/O Dist. @ Min. T/O Wt. t

* Min, T/O Dist. @ Min., T/O Wt. With Abort Dist. 1

Max. T/O Wt. Peace-Time 11.5 k-1b Max. T/0 Wt. War-Time 11.5 k-1b

* Min. T/O Dist. @ Max. T/O Wt. War-Time 1,870 ft

* Min. T/O Dist. @ Max. T/O Wt., War-Time With Abort Dist. }
Min., Ldg., Wtr., 10.7 k-1b Max. Ldg. Wt. 11.0 k-1b

* Min. Ldg. Dist. @ Min. Ldg. Wt. il

* Min., Ldg. Dist. @ Max. Ldg. Wt. 1,040 ft

* These distances are at 59°F, at sea level, with zero runway
gradient, and on a clean dry runway surface.

ACN
Rigid Pavement Subgrades Flexible Pavement Subgrades
Ultra Very
High Medium Low Low High Medium Low Low
Weight A B C D A B C D

11,500 1b/80 psi**

** The relative structural effect of an aircraft with
a weight less than 12,500 pounds 1is reported as
maximum aircraft weight and maximum tire pressure.

Figure A-22l. Beechcraft Vol par Turboliner
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